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RECOMMEND PANEL MOUNTING

Parts List

DESCRIPTIONPART NUMBERQTYITEM

LAKOAV11 BODYF06062111

25 MM BLUE LENS SUB-ASSY (OPAQUE)F06025112

30MM FLUSH MOUNT RETAINERF05170513

30MM FLUSH MOUNT BEZELF05170414

LED BLUE 12V (WITH GROOVE BASE) 

DIGI-KEY #L1121-ND

Z00000615

30.00
[1.181 in]MIN.

30.00
[1.181 in]MIN.

25.50n - .00
.50+

1.004 - .000
.020+

 in[ ]

A 18325 RELEASE FOR PRODUCTION 12/2/08 BLR

NOTES:

  1.  ALL DIMENSIONS IN MM [INCH].

  2.  GENERAL TOLERANCE: 0.0= 0.4

                                      0.00= 0.25

  3.  TERM. NOS. FOR REF. ONLY.

  4.  RATING: 5A @250VAC

                   8A @125VAC

                   0.2A @250VDC

                   6A @24VDC

  5.  INSULATION: 1,000 MΩ ΜΙΝ.

  6.  DIELETRIC STRENGTH: 2000V FOR 1 MIN.

  7.  SEALED TO IP65.

  8.  TRAVEL: 3.0MM FULL TRAVEL, 2.0MM LATCH

  9.  ELECTRICAL LIFE: >50,000 CYCLES

 10. OPERATING TEMP: -25C TO +55C

 11. PANEL THICKNESS: 0.5MM TO 3.0MM

 12. LAMP: BLUE LED 

 13.    DENOTES CRITICAL PARAMETER.

 14. PACKAGE: BOX/20 PCS PER.

 15. 2002/95/EC (ROHS) COMPLIANT
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